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Satellite C55 New Series 
We put more in, So, You get more out.  
 
Low Voltage Processor, Long life battery. 
 

 

The Satellite C55 new series offers more great value and great quality for everyday computing and 

features a 39.6cm (15.6”) display and include Super Speed USB 3.0, HDMI and an integrated 

numeric keypad for added convenience and ease of use, provides innovative entertainment features 

for all-round performance.  
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SATELLITE C55 New Series 

SATELLITE C55-C2045 
Black (Thread) with Black Base, black keyboard 

Part Number: PSKWPV-00Q00DAR

5th generation Intel® Core™ i3-5005U processor (2.0 GHz, 3 MB L3 Cache) Processor 

No Operating System pre-installed Operating System 

4 GB DDR3L RAM System Memory 

500 GB capacity, 5,400 rpm. Hard Disk 

DVD Super Multi (Double Layer) drive Optical Drive 

39.6cm (15.6”)  
Toshiba TruBrite® HD TFT High Brightness with 16:9 aspect ratio and LED backlight
internal resolution : 1,366 x 768 

Display 

Intel® HD Graphics 5500 Graphics Adaptor 

2 × USB 3.0, 1 × USB 2.0, 1 × HDMI-out supporting 1080p signal format,  
Multi-Card Reader, HD Web Camera with built-in microphone,  
1 × external monitor, 1 × external microphone, 1 × headphone (stereo) 

Interfaces 

2 × memory slots Expansion 

LAN 10/100,  WLAN (Wi-Fi® 802.11b/g/n) up to 150 Mbps,  Bluetooth® 4.0 + LE Communication 

Built-in stereo speaker, enhanced by DTS® Sound™ , volume dial : by hot key function Sound System 

102 keys including Windows keys, Matt black tile frameless keyboard with comfortable 
tactile keycap design and 10-digit numeric keypad 

Keyboard 

Touchpad with Clickpad with multi-touch control gestures supporting various scroll, 
zoom and launch functionalities at your fingertips. 

Pointing Device 

Lithium-ion / up to 6h45min (Mobile Mark™ 2012) Battery 

W x L x H : 380.0 x 259.9 x 23.5 mm, weight : starting at 2.2 kg Physical Dimensions 

AC adapter: input voltage : autosensing AC adapter (100/240 V) for worldwide usage  
output voltage : 19 V, output current : 2.37 A 

Bundled Hardware 

Enhanced Intel® SpeedStep® Technology, SM BIOS compliant and HD Audio 
supporting, Resolution+ 

Special Features 

Slot for Kensington Cable Lock, supervisor password, HDD password on request and 
user password 

Security Features 

 


